


Specifications Dimensions

Procedure Vaporizing fog generator
Power requirement 650 Watt

Voltage 230 V/50 Hz or 120 V/60 Hz
Heat-up time approx. 7 minutes

Fog output adjustable in 99 steps (1% steps)
Fluid tank capacity 750 ml (25.3 0z)

Fluid consumption 60 ml/min. at max. output (2 oz)

15 ml/min. at cont. output (0.5 0z)

Output projection max. 8 m (26.2 ft) | |
| 35cm (13.7in) I
Fog time at 100% approx. 35 seconds
at <50% continuous output
Temperature control Microprocessor controlled

Overheating protection Heater block with thermostat
Pump with temperature switch

Control DMX 512
0-10 V analog 19 cm
Stand alone (7.5 in)

internal timer
Radio remote (option)

Dimensions (LxB xH) 35x18x 19 cm (13.7x 7.1 x 7.5 in)

Weight without canister 5.4 kg (71.9 Ib) 18 cm (7.1 in)
Advantages Accessories
e DMX 512 as standard, analog (0 - 10 V) and ¢ XLR-remote for analog control

Stand-alone-mode
¢ Radio remote
¢ Internal timer
* Duct adaptor for hose diameter 65 mm
 Control panel eith LED-display and simple symbols for
an easy operation * Flightcase

e Powerful output
Service
* Fog output adjustable in steps of 1%
Based on the strong partnership with the german

e Continuous output manufacturer, Look Solutions is able to provide a quick
and easy service which guarantees the high quality of all
e Made in Germany products.

www.looksolutions.com



